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Replacing digital airlock display (blue label) with digital airlock display (white 

label)  

1)  Unplug Airlock 

 2) Remove 8 screws that hold the cover on. 

 3) Unplug the blue wires going to the airlock board. (Figure 1) 

 4) Unplug tubing from the sensor port in the airlock. 

5) Disconnect 3 wires from power switch. (mark the wires on large switch  

to indicate where the location of wires will go on new smaller switch) 

 6) Unscrew the Triac from the L-bracket.    

  7)  Remove Fanning strip from airlock board 

7.1)  if all wires are different colors, this indicates you have a newer 

Airlock without a fanning strip.  If this is the case then disconnect 

each wire individually. 

 8) Now you should be able to remove the old airlock display and board. 

 

 9) Install Fanning strip to the new airlock board. 

9.1) again if all wires are different colors then you will not have a 

fanning strip.  Connect all wires individually.  Follow picture 

below for sequence.   

 
 

 

 

 

 

 

 

 

 

Sequence 

 

Green 

 

White 

 

Black 

 

Yellow 

 

Orange 

 

Purple 
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 10) Connect the 2 blue magnet wires to the new airlock board using small 

screw driver. 

 
 

 11) The new Triac can be zip tied to the other wires or to the L-Bracket. 

 12) Connect the 3 wires to the smaller power switch.  

 13) Mount the front panel to the airlock using the middle screw. 

 14) Connect pressure sensor tubing to white sensor port in middle of airlock. 

 15) Mount the airlock top back on. Turn on power. Done.  

 

  

 

 

 

If the display is hard to see you can adjust using a small screw driver.  
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16)   Connect Front Panel Ground to Airlock Ground: 

 
                

 
Remove screw and add front panel ground to airlock ground grouping. 

*** Make sure all Ground wires are attached. 


